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VasoScreen® Product Line

Devices for venous and arterial  
diagnosis • configurable to meet  
different diagnostic needs

 
VasoScreen® 5000 • 4000 • 2000 • 1000



VasoScreen® 5000

VasoScreen® 4000

VasoScreen® 2000
VasoScreen® 1000

© medis. G
mbH Germ

any (https:/
/medis.com

pany) v3.7.
3

Demo, Patient

17.10.1959 54 years 182 cm 85 kg male
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Venous Occlusion Plethysmography (Demo-Mode)

Date: 05.11.2013 Time: 09:45:42

20 s/div

2.0 %/div

Left

Right

Parameter
Left Right

Base Impedance
20.1 21.0 Ohm

Arterial inflow
4.8 3.7 %/min

Venous capacity
4.83 3.45 %

Venous outflow (2s)
64 13 %/min

Outflow volume (3s)
2.95 0.62 %

Outflow volume (5s)
3.85 0.91 %

Outflow time constant
3.1 16.3 s
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Ankle Brachial Index (ABI)

Date: 20.12.2012 Time: 14:33:58

BP
122 / 83 (92)

mmHg

PP
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mmHg
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Venous Reflux Test (LRR) (Demo-Mode)

Date: 05.11.2013
Time: 09:42:10

10 s/div

2.0 %/div

E1

Lef
t

E1

Rig
ht

Lef
t

T0

V0

E1

32.2 s

3.0 %

Rig
ht

T0

V0

E1

16.0 s

3.7 %

Exa
min

atio
n

Tim
e

E1 Standard

09:42

T0
Refillin

g time

V0
Volume displacement

Notes:

VasoScreen® Product Line
fl exible • easy • time saving

• Device confi guration according to diagnostic needs
• All examinations are automatically controlled 

and evaluated
• Simultaneous measurements can be taken 

on both sides of the body
• Common user interface for all devices and 

examinations
• System can be operated by touch screen, 

keyboard or mouse
• Patient data base and different interfaces 

(GDT, PDF) are available
• The software-based system can be constantly 

updated to current standard

Arterial Diagnosis Venous Diagnosis

PPG – Photo-Plethysmography

for pulse wave analysis in fi ngers 
and toes to diagnose periphe-
ral circulatory disturbances with 
regard to functional (Raynaud) or 
organic origin

IPG – Impedance-Plethysmography

for pulse wave analysis in legs, 
arms and head to diagnose arte-
riosclerotic changes, stenoses or 
occlusions

AOP – Arterial-Occlusion-
Plethysmography

for measuring arterial infl ow in 
the legs after complete occlusion 
(reactive hyperemia) to diagnose 
the severity of a peripheral arterial 
occlusive disease

ABI – Ankle-Brachial-Index

for the simultaneous measurement 
of blood pressure in the arms and 
ankles for the diagnosis of arteri-
osclerotic changes and PAD as well 
as for assessing the severity

VOP – Venous-Occlusion-
Plethysmography

for the measurement of venous 
capacity and venous outfl ow to 
diagnose deep vein thromboses 
or other outfl ow disturbances and 
to evaluate their haemodynamic 
severity

LRR (D-PPG) – Light-Refl ection- 
Rheography

for measuring venous pump volu-
me and refi lling time to diagnose 
the function of venous valves and 
effectiveness of the venous muscle 
pump.

Method

The absorption of infrared light by 
fi ngers or toes is determined and 
changes, depending on the arterial
blood volume, are registered.

Method

The electrical impedance of a body 
segment is measured and the 
changes in impedance, related to 
the blood volume in the segment, 
are shown.

For this purpose 4 standard elec-
trodes are attached and a very low 
voltage, high frequency current is 
applied.

Method

Pressure cuffs are placed on the 
thighs and a complete arterial 
occlusion is made (about 3 min). 
Afterwards the cuffs are emptied 
and a pressure of about 80 mmHg 
is applied to measure the arterial 
infl ow 5-7 times. The blood vol-
ume changes are measured using 
IPG.

Method

Cuffs are placed on the upper arms 
and the ankles and the blood pres-
sures are measured simultaneously 
using an oscillometric measuring 
method. 

Additionally, wave form parame-
ters are analysed.

Method

Pressure cuffs are placed on the 
thighs and a pressure of about 
80 mmHg is applied to make a 
venous occlusion and to measure 
venous capacity. After the veins 
are fi lled the cuffs are emptied to 
determine venous outfl ow. The 
blood volume changes are measu-
red using IPG.

Method

The absorption of infrared light in 
the skin of the lower legs is mea-
sured. Changes, dependant on the 
venous blood volume in the sur-
face veins, refl ect the processes in 
the deeper veins.

Availability

VasoScreen® 5000

Availability

VasoScreen® 1000 
VasoScreen® 5000

Availability

VasoScreen® 1000 + 4000
VasoScreen® 5000 + 4000

Availability

VasoScreen® 2000

Availability

VasoScreen® 1000 + 4000
VasoScreen® 5000 + 4000

Availability

VasoScreen® 5000

CUFF

CUFF



Technical Data

VasoScreen® 1000 VasoScreen® 5000 VasoScreen® 2000 VasoScreen® 4000

Applications / Modules

Applications /  
modules

IPG | VOP | AOP
combinable

IPG | LRR | PPG | VOP | AOP 
configurable

ABI | PWV 
configurable

accessory  
enables VOP | AOP

Impedance-Plethysmography (IPG)

Channels 2 2

Method 4 electrode application 4 electrode application

Measuring current 1.5 mA eff,  
86 kHz sinus

1.5 mA eff,  
86 kHz sinus

Basic impedance 5 – 195 Ohms, 0 – 1.5 Hz 5 – 195 Ohms, 0 – 1.5 Hz

Impedance change ± 0.5 Ohms,  
0.2 – 120 Hz

± 0.5 Ohms,  
0.2 – 120 Hz

Accuracy ± 1 Ohms (basic imp.)
± 5 mOhm (imp. change)

± 1 Ohms (basic imp.)
± 5 mOhm (imp. change)

Application foot, calf, thigh, arm foot, calf, thigh, arm

Light-Reflection-Rheography (LRR / D-PPG)

Channels 2

Wave length 950 nm

Frequency range 0 – 10 Hz

Accuracy ± 1 s (refilling time)

Application calf

Photo-Plethysmography (PPG)

Channels 2

Wave length 900 nm

Frequency range 0.2 – 25 Hz

Accuracy ± 1 % (blood volume 
change)

Application fingers, toes

Pneumatic Module / NiBP

Pneumatic module / 
NiBP

in combination with
VasoScreen® 4000

in combination with
VasoScreen® 4000

4 cuffs  
40 – 260 mmHg
± 3 mmHg
NiBP, oscillometric

2 cuffs
0 – 299 mmHg 
± 3 mmHg 
arterial / venous stasis

General Information

Interface USB 2.0 USB 2.0 USB 2.0 USB 2.0

Power supply USB driven device 100 – 240 V AC
50 / 60 Hz, < 50 VA

100 – 240 V AC
50 / 60 Hz, < 50 VA

230 V AC
50 Hz, < 60 VA

Dimensions  
(w x h x d)

63 x 140 x 30 mm 308 x 81 x 257 mm 308 x 81 x 257 mm 308 x 135 x 257 mm

Weight approx. 0.3 kg approx. 2.0 kg approx. 2.0 kg approx. 4.0 kg

Classification

Device class (EU) class IIa class IIa class IIa class I

Insulation class II, type BF, 4 kV class I, type BF, 4 kV class I, type BF, 4 kV class I, type BF, 4 kV

Standards EN 60 601-1
EN 55011 class B

EN 60 601-1
EN 55011 class B

EN 60 601-1
EN 55011 class B

EN 60 601-1
EN 55011 class B

Notified body CE 0197 CE 0197 CE 0197
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